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ABSTRACT
Margin and layout of the document is: Top & Bottom 25 mm and Left & Right 20 mm, A4 size portrait mode. Type your abstract in this field based on the following rules: It should be written in a single column, justified, and words should not be hyphenated. Abstract should not exceed 400 words in length. If abstract is in single paragraph, use Abstract_Text style, the single paragraph must have 10 pts “spacing after” the paragraph, which is default setting in Abstract_Text style.
In any case, if it has more than one paragraphs, then use the similar style as the paragraph text. The last paragraph in abstract must have 10 pts “spacing after” the paragraph.
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INTRODUCTION
Paragraph starts immediately after a heading or a gap.
The next paragraph is written 5 mm inside the left.
MATERIALS AND METHODS
Paragraph starts immediately after a heading or a gap.
The next paragraph is written 5 mm inside the left.
Laboratory Testing
Proin quis nisi dui. Sed at velit et mauris posuere molestie. Nam ut metus sit amet nunc vulputate vehicular. Lorem ipsum dolor sit amet, consectetur adipiscing elit. Nullam imperdiet enim venenatis, tincidunt nulla eu, facilisis quam.
Quisque laoreet cursus ante in egestas. Sed non augue nisi. Proin quis nisi dui. Sed at velit et mauris posuere molestie. Nam ut metus sit amet nunc vulputate vehicula. Nunc nec mattis massa, eu mattis lorem. Aliquam erat volutpat.
Nam ut metus sit amet nunc vulputate vehicula. Nunc nec mattis massa, eu mattis lorem. Aliquam erat volutpat. Vestibulum ante ipsum primis in faucibus orci luctus et ultrices posuere cubilia curae.
Uniaxial Compressive Strength
Paragraph starts immediately after a heading or a gap.
The next paragraph is written 5 mm inside the left.
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Figure 1 	A sample figure caption (no period after the figure number), put a tab after the figure number to adjust the text like this
Loading Rate
Nam ut metus sit amet nunc vulputate vehicula. Nunc nec mattis massa, eu mattis lorem. Aliquam erat volutpat.
Table 1	Property (do not use period after table number), put a tab after the table number to align the text like this
	Explosive
	Density(g/cc)
	RWS
	VoD (m/s)

	Pt-1
	1.21
	1.17
	4880

	Pt-2
	1.19
	0.94
	4720
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